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Finishing casing

Type Table Lamps Material Iron
Installation position Floor Processing Coating
Installation environment Indoor
Lamp cap 1xE27 Finishing diffuser
. o - downward and Material Glass
Light emission direction
upward Colour white
Frequency 50-60 Hz
Optics Diffused Finishing base
Safety class 2 Material Iron
IP 1P20 Processing Coating
Glow wire test 850°
Direct mounting on normally flammable surfaces Yes
CE Yes
Dimmable article PUSH DIM
Directional No
Tilting No
Walk-over No
Drive-over No
Cable included Yes
Electric socket Type C
Cable length 2m
Resin potting No
Net weight 8,500 Kg
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Double emission table lamps for indoor application. LED lamplamp
included, lamp cap 1xE27.

The device body is made of iron, processed by means of coating; the
diffuser is made of glass. The ingress protection degree is IP20; the total
weight is of 8,500 kg.

. The power supply cable is included and features a 2 m length.

The device features protection class Il and can be floor-mounted.

Compliant with the EN 60598-1 standard and its specific provisions.

Energy efficiency class

This product contains a light source of energy efficiency class E.

lluminotechnical Features

Source lumens 2452 Im
Colour temperature 2700 K
Colour rendering index 80 Ra
Junction temperature (lighting fixture) 80
Standard Operating Ambient Temperature 25°C

Linea Light Group reserves the right, without any advance notice, to change the characteristics of their products, as well as the availability of the same at any time. No

2/2  6.10.2023

product, relative technical data, illustrations and information are binding for Linea Light Group. Linea Light Group will not be held liable for any illustration, text and/or

translation\ errors. All values indicated are measured values. There is a +/- 10% tolerance for the flow, CCT and power data.

stilnovo.com


http://www.tcpdf.org

