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Datos técnicos Acabado difusor
) De Pas - D'urbino Material aluminio
Designer h
- Lomazzi Color Blanco RAL 9016
Afio de realizacion 1971 Elaboracion Recubrimiento en polvo
Tipo Colgantes
Posicion de instalacion Techo Cables Colgantes
Ambiente de instalacion Interiores Longitud méxima de 2500 mm
Casquillo de la bombilla 1xE27
Light emission direction downward
Frequency 50-60 Hz
Optica Difusa
Clase de aislamiento 1
IP 1P20
Test del hilo incandescente 650°

Montaje directo sobre superficies normalmente inflamables Si

CE Si
Articulo regulable No
Orientabilidad No
Basculacién No
Practicabilidad No
Transitabilidad No
Cable incluido. Si
Largo del cable 25m
Resinado No
Peso neto 1.44 Kg
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Lampiatta 0

Colgantes | 220-240 V | 1xE27

8987
Single emission pendant luminaires for indoor application. LED Clase de eficiencia energética
lamplamp included, lamp cap 1xE27. Este producto contiene una fuente de luz de clase de eficiencia

energética A+.

The diffuser is made of aluminium with a powder coating treatment. The

ingress protection degree is IP20; the total weight is of 1.44 kg. Caracteristicas Luminotécnicas
Flujo luminoso (fuente) 1520 Im
. The power supply cable is included and features a 2.5 m length. Temperatura de color 2700 K
indice de rendimientos cromatico 80 Ra

The device features protection class | and can be ceiling-mounted.

Compliant with the EN 60598-1 standard and its specific provisions.

Linea Light Group reserves the right, without any advance notice, to change the characteristics of their products, as well as the availability of the same at any time. No .
212 2.10.2023 ) : : " ; ! .- . . ) . ) v . ) stilnovo.com
product, relative technical data, illustrations and information are binding for Linea Light Group. Linea Light Group will not be held liable for any illustration, text and/or
translation\ errors. All values indicated are measured values. There is a +/- 10% tolerance for the flow, CCT and power data.


http://www.tcpdf.org

