Saliscendi

Pendelleuchte | 220-240 V
2 topLED 33 W DC - 36 W AC | CRI 90
9310

Technische Daten

Jahr der Verwirklichung 2021

Typ Pendelleuchte
Installationsposition Decke
Installationsumgebung Indoor
Lichtquelle LED
Gesamtleistung 36 W
Lichtstrom (Lichtquelle) 3672 Im
Voltage 220- 240V AC
Frequency 50 - 60 Hz
Ahnlichste Farbtemperatur / Tone 2700 K
Farbwiedergabeindex 90 Ra
Gleichstrom/Gleichspannung AC
Isolierklasse 1

P 1P20
Gluhdrahtprifung 650°

Direkte Montage auf normal entflammbaren Oberflachen Ja

CE Ja
Einschlief3lich Driver Driver
Leuchte dimmbar gIANLII_Z - PUSH
Schwenkbarkeit Nein
Drehbarkeit Nein
Begehbarkeit Nein
Uberrollbarkeit Nein
Einschlief3lich Kabel Ja
Kabellange 9.3m
Harzbeschichtung Nein

Typ Lichtabstrahlung Zweiflammig
Nettogewicht 7.000 Kg
Schutz vor elektrostatischen Entladungen Nein

Schutz vor StoRspannungen Nein
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Oberflache Gehéuse
Material Metall - Metall
Farbe Weifd RAL 9003 matt
Bearbeitungstyp Lackierung - Lackierung
Oberflache Diffusor
Material PMMA
Farbe Opal
Bearbeitungstyp Satinieren
Oberflache Fassung
Material Metall
Farbe Schwarz
Bearbeitungstyp Lackierung
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translation\ errors. All values indicated are measured values. There is a +/- 10% tolerance for the flow, CCT and power data.
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Saliscendi O

Pendelleuchte | 220-240 V | 2 topLED 33 W DC - 36 W AC | CRI 90

9310
Double emission pendant luminaires for indoor application. The super Energieeffizienzklasse
warm LED light source with a diffused light distribution is composed of 2 Dieses Produkt enthalt 2 Lichtquellen der Energieeffizienzklasse F.

topled LEDs with CCT of 2700 K and a CRI 90; the source luminous flux

is 3672 Im, with a 111.3 Im/W nominal luminous efficacy. Illuminotechnical Eigenschaften

Light Output Ratio (LOR) 38 %
The device body is made of metal, processed by means of coating The Lichtstrom (Lichtquelle) 3672 Im
device body is made of metal and features a white ral 9003 matt finish, Leuchten Lichtstrom 1428 Im
processed by means of coating; the diffuser is made of pmma with a Consumption 36 W
satin finishing treatment; the mounting frame is made of metal, with a Leuchten Lichtausbeute 39 Im/W
black finish, processed by means of coating. The ingress protection
P 4 9 g P Farbtemperatur 2700 K

degree is IP20; the total weight is of 7.000 kg. — -

Standard Deviation of Colour Matching 3 Step MacAdam

. . Farbwiedergabeindex 90 Ra

The total absorbed power is 36 W. The power supply cable is included

Verbindungstemperatur (Leuchte) 80
and features a 9.3 m length.
The device features protection class | and can be ceiling-mounted. Standardumgebungstemperatur 25°C
Compliant with the EN 60598-1 standard and its specific provisions. LED Life / Failure Ratio

L70 B20 CO 72500h

UGR

UGR axial 22

UGR transversal 22
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Optik C0/C180 64°
[ ™ Light distribution simmetry Symmetrical
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C0/C180
— C90/C270

E(0) 3629
E(CO0) 31.9° 1112
E(CO) 32.5° 1001
E(0°) 907
E(Co0) 319> 278
E(C0) 325° 273
E(0°) 403

E(COD) 3L.9° 124
E(c0)’ 3250 121

E(0°) 227

E(CO0)  3L.9° 70

E(C)  32.5° 68

E(0°) 145

E(C30) 31.9° 44

E(C0)  32.5° 44

E(0%) 101

373 E(COD) 31.9° 31

3.0 382 E(c0)’ 32.5° 30
Distance [m] Cone diameter [m] Tluminance [x]

C0/C180 (Half-peak divergence: 65.0°)
—— (90/C270 (Half-peak divergence: 63.8°)
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