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Technische Daten Oberflache Gehéause
Jahr der Verwirklichung 2021 Material Messing gebiirstet
Typ Wandleuchten Farbe Gold
Installationsposition Wand Bearbeitungstyp Tampongalvanisieren
Installationsumgebung Indoor
Anschluss der Leuchte 4xE14 Oberflache Diffusor

. o downward and Material Metall - Metall
Light emission direction

upward Bearbeitungstyp Lackierung - Lackierung

Frequency 50-60 Hz
Isolierklasse 1 Oberflache Fassung
IP 1P20 Material Messing gebiirstet
Glihdrahtprufung 650° Farbe Gold
Direkte Montage auf normal entflammbaren Oberflachen Ja Bearbeitungstyp Tampongalvanisieren
CE Ja
Leuchte dimmbar Nein
Schwenkbarkeit Orientabile
Gesamtwinkel (vertikale Ebene) 360 °
Gesamtwinkel (horizontale Ebene) 60 °
Drehbarkeit Nein
Begehbarkeit Nein
Uberrollbarkeit Nein
EinschlieRRlich Kabel Nein
Kabellange Om
Harzbeschichtung Nein
Nettogewicht 2.700 Kg
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Double emission wall lights for indoor application. LED lamplamp
included, lamp cap 4xE14.

The device body is made of brass and features a gold finish, processed
by means of electroplating; the diffuser is made of metal with a coating
treatment; the diffuser is made of metal with a coating treatment; the
mounting frame is made of brass, with a gold finish, processed by means
of electroplating. The ingress protection degree is IP20; the total weight
is of 2.700 kg.

The device features protection class | and can be wall lights-mounted.

Compliant with the EN 60598-1 standard and its specific provisions.

Energieeffizienzklasse

Dieses Produkt enthalt 4 Lichtquellen der Energieeffizienzklasse E.

llluminotechnical Eigenschaften

Lichtstrom (Lichtquelle) 3224 Im
Farbtemperatur 2700 K
Farbwiedergabeindex 80 Ra
Verbindungstemperatur (Leuchte) 80
Standardumgebungstemperatur 25°C
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